
Page 1/9

Adam Tas Corridor Energy

Nigeria Single-fiber
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Overview

Our 1G BiDi SFP transceivers enable full-duplex communication over a single
fiber, reducing fiber usage while maintaining reliable performance. Power
Consumption CLASS 1 LASER PRODUCT, IEC/EN 60825-1:2014 Do not look into
the ends of the fiber optic cable or SFP module while converters are. Cisco
offers a family of 1G bidirectional transceivers specifically for these markets
and applications. Ideal for enterprise networks, data centers, and telecom
applications, these modules support long-distance transmission with low
power consumption.
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Nigeria Single-fiber Bidirectional 1G

  

Ubiquiti 1Gbps Bidirectional Single-
Mode Optical 

The Ubiquiti UACC-OM-SM-1G-S-2 1 Gbps
Bidirectional Single-Mode Optical Module is a
cutting-edge optical transceiver designed for
bidirectional data transmission 

  

Single Fiber Bidirectional SFP
Transceivers

Single Fiber Bidirectional SFP transceivers use
simplex single-mode fiber to double the
bandwidth, data rates up to 4G and distances up
to 160km.

  

1.25G BiDi SFP 80km Side B , Single
Fiber , EDGEOPTIC

EDGEOPTIC 1.25G BiDi SFP Side B: 80km SMF,
1550/1490nm wavelengths, 22dB link budget,
100M-1.25G rates. LC/UPC connector, 0-70°C.
Pair with Side A.

  

Fiber Optic SFP Modules Cisco,
Mikrotik, Grandstream , 10Gig,
25Gig  

Cisco, Grandstream, Mikrotik brands of Fiber
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Optic SFP Modules. We stock top quality fiber
optic cable SFP modules at best price in Nigeria.
1Gig, 1.2Gb, 10Gig, 25Gig single-mode and multi-
mode SFP 

  

1G Bidirectional 40km Single-mode
Optical Module

The 1.25G SFP Bidi 40km transceiver is designed
for long-distance data 

  

2025 SFP vs. BiDi SFP: Key
Differences and 

They are available for both single-mode and
multimode fibers and can support various data
rates (e.g., 1G, 10G, 25G, 100G). The BiDi SFP 

  

1G Bidirectional Single-Mode Optical
Module 

SFP transceiver that supports 1G connections up
to 3 km using single-mode fiber with a simplex
LC UPC connector.
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BiDi SFP: The Complete Guide to
Bidirectional SFP Transceivers and  

A BiDi SFP is a specialized optical transceiver
that enables bidirectional communication over a
single strand of optical fiber. Unlike standard
duplex SFPs that require two fibers--one for 

  

Ubiquiti Networks 1 Gbps
Bidirectional Single-Mode 

Enhance your network with the Ubiquiti 1 Gbps
Bidirectional Single-Mode Optical Module. Enjoy
seamless 3 km connections with simplex LC
connectors and low 

  

Ubiquiti UF-SM-1G-S 1G
Bidirectional Single-Mode Optical
SFP 

For infrastructure reuse and efficient fiber
utilization, BiDi models like UF-SM-1G-S and UF-
SM-10G-S offer bidirectional communication over
a single fiber strand, requiring deployment in
matched 

  

The Complete Guide to BiDi
Transceiver

What Is BiDi Transceiver? BiDi transceivers have
become synonymous with reliable and high-
performance networking, which can achieve 
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UF-SM-1G-s 

UF-SM-1G-s 0 ?14,460.74 UF-SM-1G-S U Fiber,
Single-Mode Module, 1G, BiDi, 1 

  

Differences Between Dual Fiber SFP
and Simplex SFP 

Dual Fiber SFP vs Simplex SFP Module: What are
They? Dual fiber SFP modules are the commonly
used 1G SFP module type. They operate on a 

  

1G BiDi Transceiver: Single-Fiber
Connectivity for Long-Distance 

Discover how a 1G BiDi transceiver enables
stable 20km transmission over a single fiber.
Learn its benefits, applications, and how to
choose.
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A Comprehensive Guide to
Understanding 1G Optical 

However, they also have some limitations: Fiber
Optic Distance Limitations: 1G optical modules
have distance limitations, which may require 

  

1G BiDi Transceiver: Single-Fiber
Connectivity for Long-Distance 

How can you achieve stable long-distance
transmission without adding new fiber? 10-20 km
links often face issues such as limited fiber
resources, rising costs, and complex deployment.
A 

  

1G BiDi SFP , Syrotech

Our 1G BiDi SFP transceivers enable full-duplex
communication over a single fiber, reducing fiber
usage while maintaining reliable performance.
Ideal for enterprise networks, data centers, and
telecom 

  

1G Bidirectional Transceivers for
Service Provider and 

While most 1G SFP transceivers use a duplex LC
connector and two strands of fiber to
communicate, the bidirectional transceiver
transmits and 
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Ubiquiti UF-SM-10G-20 20Pack
Single-Mode Fiber 

Deploy a BiDi (BiDirectional) model, UF-SM-1G-S
or UF-SM-10G-S, to maximize re-use of existing
infrastructure. You must deploy a BiDi model as a
paired set of 

  

1G SC BIDI SFP 

6COM offers 1G SC BIDI modules that support
medium-distance transmission of up to 20
kilometers. BIDI modules enable bidirectional
transmission of information 

  

UF-SM-1G-s 

0 ?14,460.74 UF-SM-1G-S U Fiber, Single-Mode
Module, 1G, BiDi, 1-Pair SKU: UF-SM-1G-S
Categories: Ubiquiti, Ufiber Add to basket
Description Download 
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BiDi Optical Modules: Unlocking
Single-Fiber 

Comprehensive guide on BiDi Optical modules,
detailing single-fiber bidirectional connectivity,
deployment tips, troubleshooting, and multi-
speed 

  

1G Bidirectional Single-Mode Optical
Module 

SFP transceiver that supports 1G connections up
to 3 km using single-mode fiber with a simplex
LC UPC connector.

Contact Us

For datasheets, pricing, or custom telecom energy solutions, please visit:
https://www.koskolong.co.za
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